
 1 High capacity battery: 14.4V LI-ION�

 2 High power: 390 in-lb

 3	 Variable	speed	/	reversible:	Low:	60-400	rpm	•	High:	200-1350	rpm

 4 Clutch torque: 4.4 to 39.0 in-lb, 18 stages (2 in-lb per stage)

 5 1/2" Heavy-duty keyless chuck

 6 Charging time (using LBC-81B charger):  

	 	 			Usable:	35	minutes	•	Full:	50	minutes	 	 7 

 7 Over molded grip for comfort

 8 Electronic trigger provides longer life compared to a mechanical trigger 

 9 Electronic performance monitoring system maximizes battery life

 10 Belt hook

Includes:
(1) LDD-144 Drill/Driver
(1) LCS-144 Metal Cutting Circular Saw
(2) 14.4V Lithium-Ion Compact Batteries
(1) 14.4V – 28.8V Battery Charger
(1) Heavy-Duty Multi-Pocket Bag
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Ldd-144
1/2" LI-IOn Electrician’s drill/driver

This drill/driver is small and light. It is easy to 
carry around and easy to fit into tight spaces.  
Yet, with its 14.4V LI-ION� battery, it has enough 

power	to	drive	Greenlee’s	top	performing	Self-Feeding	spade	bits—up	to	
42 holes in 1-1/2" wood with a 7/8" bit. With 18 clutch settings, it can be set 
to drive just about any screw properly.

InCLudES: (1) 14.4V Drill/Driver, (2) 14.4V Lithium-Ion Compact Batteries, 
 (1) 14.4V – 28.8V Battery Charger, (1) Carrying Case
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Intertek
3136277

LdS-144
COMBO KIT

AvAiLAbLe 
ALSo in LDS-144

Combo Kit

Small and lightweight  
yet powerful.

WEIGHS OnLY
3.5 LBS.


